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       SPECIFICATIONS

1.0  SIGNAL CONDUCTOR:
       SIZE:  32 AWG 
       MATERIAL:  SOLID SILVER PLATED COPPER 
       OD (NOM.):   .008"

2.0  INSULATION:           
       MATERIAL:  CELLULAR FEP OR EQUIVALENT
       WALL THICKNESS(NOM): .0205
       O.D.(NOM):  .049"
      
3.0  SHIELD:
       SIZE: 38 AWG
       MATERIAL: TINNED COPPER BRAID
       COVERAGE (MIN.): 90%
       O.D.(NOM) : .065"

4.0  JACKET:
       MATERIAL:  FEP
       WALL THICKNESS (NOM.).006
       OD: .077" .003
       COLOR: CLEAR

5.0  ELECTRICAL CHARACTERISTICS:
       IMPEDANCE:   93 ohms  9 ohms
       CAPACITANCE(NOM): 13 pF/ft
       PROPAGATION DELAY:  1.19 ns/ft .03 ns/ft 
      
6.0  TEMPERATURE RATING: -40  TO +200 C   

       SPECIAL NOTES:  SPOOL OD: 12" MAX
                                    SPOOL WIDTH: 9" MAX 
                                    SPINDLE DIA: 1-1/2" .25"        
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